
All-in-One Ultra Slim LED Display
LEDFusion A160



Fe a t u r e s

Smart Control
Simple to use by App

or remote control

Easy Maintenence
Less than 10 seconds to 

change an LED module

Stunning Visual Quality with Powerful System

LEDFusion A160 is a 1.875 fine pixel pitch display with built-in smart android 

OS system and exclusive Calibre HQUltra 4K image processing engine.  

It has beautiful 1.9mm detachable frames and seamless splicing for ultra wide 

immersive visual experience. 

You are free to customize your display with I/O slot card and open pluggable 

specification (OPS) for more versatile applications.

Robust Design
4 IN 1 SMD

strengthened LED Panel

4K Android System
Versitile applications

with android system

2 people x 1 hour 

for whole installation

Expandable System
Expandable I/O slot card 

and  OPS

Easy Installation



A p p l i c a t i o n s

H o s p i t a l i t y

M e e t i n g  R o o m   

M u s e u m / E x h i b i t i o n

P u b l i c  Tra n s p o r t a t i o n

R e t a i l

B r o a d c a s t

S i t u a t i o n  R o o m

S e c u r i t y  R o o m

VIP LoungeRetail Store

Executive Boardroom High-End Residence

Install three frames on the stand/wall mount Slide in two sides of frames and connect cables

20.1 cm
10.7 cm

219.1 cm

342.6 cm

219.1 cm



110 kg / 242 lb 

3604 X  2029 X  35 mm 

191 kg / 421 lb

1000 nit 700 nit

3840 Hz 3840 Hz 

HDMI-1.4b*1 & HDMI Loop*1, 
HDMI-1.4a*1, HDMI Monitor_output*1, 

3G-SDI*1, USB*2, HDBaseT *1, 
Audio Line_out 3.5mm*1, RS232_in, 

RS232_out, RJ45 LAN Control

HDMI-1.4b*1 & HDMI Loop*1, HDMI-1.4a*1, 
HDMI Monitor_output*1, 3G-SDI*1, USB*2, 

HDBaseT *1, Audio Line_out 3.5mm*1, RS232_in, 
RS232_out, RJ45 LAN Control,

2300 W

216.7(W) X 106.9(D) X 185.3(H)
(total 3 flight cases)

(1) 35.5kg / 78lb (2) 39kg / 85lb 
(3) 43.5kg / 95lb

369kg / 813lb

LEDFusion A120 LEDFusion A130 LEDFusion A160

130 kg / 286.6 lb

287 kg / 632.7 lb


